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COUNTY OF LOS ANGELES /0577

DEPARTMENT OF PUBLIC WORKS
MAPPING & PROPERTY MANAGEMENT DIVISION

ADDRESS FORM

DONALD L. WOLFE, Director

PLEASE DO NOT WRITE IN THIS SPACE

STREET ‘ ROSEMONT AVENUE ©  NUMBER ’ 4507 U

You must notify the phone company and postal service ofAﬁthis*éddnﬁeSs,
Name | ROGER KEITH | PhoneNo. |626-308-4982
Mailing Address | 100 N. STONEMAN,RM. 265 ... . S s 05/10/2007
City | ALHAMBRA )

Assessor=s parcel n

Legal description of progéity (PartalNMab/Rarcel @I fac xgp—L; Vietes ahd' Bblind®
IM 189-197 192H213 T

|| NOTE: Utility address fi

PLEASE PROVIDE A& G THE DISTANCE |

|| (N FEET) FROM T\

ALHAMBRA CA 91803-1331

{| IF YOU HAVE ANY QUESTIONS PLEASE CALL (626) 458-7362 / FAX (626) 458-3578

ADDRESS NUMBERS SHALL BE AT LEAST 3 INCHES IN HEIGHT AND PLACED ON THE A

| HOUSE, FACING THE STREET. If the numbers are not visible from the street, an additional set shall |

|
1 be placed on a signpost, fence, mailbox, etc., so as to be clearly visible from the street.
(F.C. 901.4.4.1 VVOL. 7, CH. 1, REG 15)

p\mppub\Street Name and House Numbering\Forms\HN coa app.05.doc




MATERIAL TO COMPLETE ELECTRICAL WIRING AND SIGNING

OFF ON THE ELECTRICAL PERMIT FOR ITEM 6. ALL BONDING
AND GROUNDING MUST BE COMPLIANT WITH C:
INSTRUCTION SHEET, 52-TYPE CABINET GROUNDING

INSTRUCTIONS MANUAL ID 860 363 647 ISSUE 1, AUGUST 2005. 48 HOURS BEFORE YOU DIG
2. MAINTAIN MINIMUM COVER OF 36" BELOW FLOW LINE OVER CALL

ALL TELCO CONDUIT PLACED.

3. THE "PAD MOUNTING BRACKET" MUST BE A MINIMUM OF 24 UNDERGROUND
BEHIND CURB FACE. SERVICE ALERT
4. VERIFY, BEFORE STARTING WORK, THE DIRECTION OF THE 3" of Southern California

DUCT SWEEP FOR POWER FEED. — - —

5. VERIFY EXISTING SUBSTRUCTURES PRIOR TO EXCAVATION. 1-800-422-4133
6. PLACE PULL ROPE OR 1800 P POLYESTER MULE TAPE IN NEW

CONDUIT AND PROVIDE W-W. CONSTRUCTION REQUIREMENTS
7. BACKFILL AND COMPACT ALL EXCAVATIONS, COMPLETE ALL
REPAVING AND RESTORE WORK SITE "AS FOUND" OR BETTER
CONDITION.

8. THE CONTRACTOR MUST NOTIFY THE CITY/COUNTY
INSPECTOR 24 hrs. BEFORE WORK BEGINS AND WHEN
APPLICABLE, MEET WITH THE CITY/COUNTY INSPECTOR AND
THE CONTRACT ADMINISTRATOR AT THE WORK SITE "PRIOR
TO" OR THE "MORNING OF" START OF WORK.

CONSTRUCTION BIDDING NOTES
1. CONTRACTOR TO PLACGE ITEMS 1 THRU 6 WHICH INCLUDES
POURING A &' x §' CONCRETE PAD FOR ITEM 1, AND
PROVIDING AN ELECTRICIAN, ELECTRICAL PERMIT AND M

1. MAINTAIN MINIMUM COVER OF 36" BELOW FLOW LINE.

2, VERIFY EXISTING SUBSTRUCTURES PRIOR TO EXCAVATION,
3. ALL 4" TO CONFORM TO PTS.-77 OR EQUIVALENT.

4. ALL 2" TO CONFORM TO PTS.-66 OR EQUIVALENT.

5. ALL BACKFILL TO BE SAND 12" BELOW AND 6" ABOVE.

6. DO NOT BACKFILL OVER ANY TELEPHONE BURIED SPLICE
LOCATIONS UNTIL AUTHORIZED BY TELEPHONE COMPANY

INSPECTOR.
9. THE CONTRACTOR IS RESPONSIBLE TO CLARIFY AND
COMPLY WITH ALL PERMIT SPECIFICATIONS, INCLUDING ANY ;‘O'LLSI%%’;E",{'IBED GROUND WIRE AT BONDING POINTS. (SEE

ATTACHED TRAFFIC CONTROL PLANS, OR THE CALIFORNIA
"WATCH" MANUAL {F NO OTHER INFORMATION S SPECIFIED.
THE CGOST OF LABOR AND MATERIAL TO MEET THESE
REQUIREMENTS WILL BE INCLUDED IN THE BID.

10. ALL EXCAVATION IN STREETS AND ALLEYS WILL BE
SLURRIED BACKFILLED.

11. SCE AND/OR CONTRACTOR iS RESPONSIBLE TO PROVIDE (3)
COPIES OF THE MARKED PRINT AND COVER SHEET INDICATING
"ACTUAL" START DATE, COMPLETION DATE, USA# AND JOB

s FOREMAN. SUBMIT MARKED PRINTS TO AT&T CALIFORNIA

- : INSPECTOR.

8. PLACE PULL ROPE IN NEW CONDUIT.

9. DO NOT CUT CURB & GUTTER OR BUS PAD.

10. ALL SURFACES AND LANDSCAPES WHICH HAVE BEEN
REMOVED OR DAMAGED IN THE COURSE OF CONSTRUCTION
SHALL BE RECONSTRUCTED OR REPLACED TO AT LEAST EQUAL
OR BETTER THAN THE PREVIOUS OR ADJACENT SURFACE.

11. ALL TRAFFIC CONTROL TO BE IN ACCORDANCE WITH THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD)
2003 EDITION AND THE MUTCD 2003 CALIFORNIA SUPPLEMENT.
12. PER AT&T GUIDELINES, ALL HANDHOLES, SPLICE BOXES,

: 2. ATAT OALIF ORNTATO PROVIDE: PAD MOURTINE BRAGRET ORUTEIT VAT, - ocs o ETHER NEWASE
18" KIT, FTTN CABINET, ELECTRIC METER AND SCH-40 1.5° DUCT. By PRty OF 4' FROM EDGE OF EXISTING SAITO
THIS MATERIAL CAN BE PICKED UP AT: -
ADDRESS:
o 13. WHEN APPLICABLE THE G ALLTHE SCE
REPRESENTATIVE;

NAME

NS IN-HOUSE TRACKING # 829354

THIS\PROJECT REQUIRES EXCAVATION. CONSTRUCTION WILL
UTILIZE AND IMPLEMENT ALL BEST MANAGEMENT PRACTICES
(BMP) AS REQUIRED TO ENSURE COMPLIANCE WITH AT&T
qu 'Y LETTER ISSUE FEBRUARY 21, 2003 BY ENVIRONMENTAL
IAGEMENT CONCERNING STORM WATER PERMITTING AND
JORM WATER POLLUTION PREVENTION PLANS (SWPPP's) AND
IN\VACCORDANCE WITH THE CLEAN WATER ACT (1965) AND EPA
REGULATIONS PUBLISHED IN 1990 AS MODIFIED BY THE PHASE Il
RUYLE iN 1999.

o
- CGNDUIT REGORD:  K109-C180 ROSEMONT AVE. AT GROSS ST,
B
SUB MAP # —
Eop —]
BACKFILL SHALL BE SOl CEMENT SLURRY OR OTHER MATERIAL IN
- CONFORMANCE WITH CITY ENGINEER'S SPECIAL ORDER No.
8 $0-06-0182 DATED JANUARY 28,1982, (CITY OF LA.)
| =10 'I \/\[ + CROSS ST. 5 RECOMMENDATION FOR BACKFILL SPECIAL ORDER # 06-0162
" | _[ - - iy ) STREET TYPE| SOIL cLASS PROPOSED BACKFILL
Ave & . o MAJOR NA NA
¥ § g N
T T SECONDARY | NiA NIA
_'-“'v F LOCAL NA NA
1 . ALLEY NIA NIA
10" CRBL LOCATION:
j-g gg;"m [} F 2540 CROSS ST.
B A ad
DESCRIPTION:
PLACE ONE GONGRETE PAD AND AGF. ALSO PLACE 131" OF 14"
. ; UNDERGROUND CONDUIT FROM F 2540 CROSS ST.
12 12" PTS 66 814 TO NEW AGF LOCATION.

EXCAVATION DATA
CITY OF: | LOS ANGELES COUNTY
PLACING: | UG CONDUIT AND FIBER NODE

SAl F 2540 CROSS ST,
(71°Hx33"Wx12"D)
POLE# 1092000E

EXCAVATION IN CONCRETE SIDEWALK
EXCAVATION IN ASPHALT STREET 105'X 1'= 105 8Q FT
EXCAVATION iN DRIVEWAY

EXCAVATION IN DIRT

8
TOTAL EXCAVATION: 166 5Q FT
—10' NUMBER OF CUTS: 2
PEOTEE
] DATE | REVISIONS "LINDA POKORSKI
626-5670-5470
DATE AT&TID TR AOORESS
linda.j. i com
DRAWN 01/05/2007 CES./YK TRV ERGREER
DOMINIC JACKSON
CHECKED bt
818-373-6837
APPROVED TEGCO
K1-09
CONDUIT CURVE DATA w cable CENTRAL OFFICE
engineering FOOTHILL
RADIUS ENGTH
AﬂNGLE - - = - services "UNDERGROUMND CONSTRUCTION
% 90° 60 00 3 il PRESCOTT COMMUNICATIONS INC. = -
90° 00° 00" 18 283" N ¥
10640 SEPULVEDA BLVD. SUITE 1 =20 534-61 K109-6086643
MISSION HILLS, CA 91345 FILENAME: DRAWING:
(818) 898-2352/FAX (818) 898-9186 K109-6086643-410303.dwg 1 / 1




PLACEMENT DATA
PL. MOUNTING BRACKET KIT @ PL. 8 GROUND ROD
(MAT. ID 108 232 026} IN RIC 9267C
(6" X 5) CONCRETE PAD FOR
628 FIBER CABINET &) PLEGROUNDROD
RIC 9257C RIC 9257C
@) PLIVOFI15 SO ® ;‘;ﬁi’;‘:ﬁ"‘; &';;g
P75 77 OR EQUW. 100-AMP ELECTRICAL POWER METER
NO PM (PWR. DU} (PART # CP2BSP2ICP2B-SP2)
RIC 9257C SEE CONST. BIDDING NOTE #1
RIC 9257C
G PLwriacRc
PTS 77 OR EQUN.
PM 1 DU 131"
RIC 4C
@ PLEoF1scHE
NO PM (RISER ONLY}
D:E. & CAP FOR FUTURE PWR. FEED
RIC 9257C
528 NODE
BLACEMENT DETAIL,
FOR CONDUIT CALLOUTS ,
(NOT TO SCALE} 66
PROFILE FACEPIL. : 12'—~—I——21'——l 15 I-—n
w n
s % =] g
o
o
Oz
SEE PLACEMENT DETAILS ord
FOR CONDUIT CALLOUTS
’ -y, \
U ~
06,00 ] — 2%
\ g

0.0 | Pl

528 OUTDOOR ELECTRONIC FIBER CABINET E/W 100-AMP ELECTRICAL POWER METER FIRE HYDRANT o |8
. {NOT TO SCALE) -
IYPICAL DUCT ARBANGEMENT, " .
LA POWER CONDUTT (1 CHAAX) 52B Pad-Mounting Bracket Kit WATER METER _
2 & GROUND ROD (2 LOGATIONS) v/
3. CABLE f FIBER DUCT (4" DkA) 18 INCHES D 31 3DU (24" C~P4

4. NOTUSED | {#5.72mm) 1-2" PTS 66) '81

fosnm 4B e ot 3§

S NOTLSED I 2
6. POWER FEED CONDUAT 3* DiA) e 4_|l DUCT ALIGHVENT SEWER L) I 8
7.NOTUSED 5 1 BY 48

GABINET MOUNTING SCREWS ~—4—o] LA WETTT

AND WASHERS (4 FLAGES)

—_— "

1 12.2 NCHES

i A
DUCT ALIGNMENT.
PLATE PROVIDED BY
MANUFACRRER 23 ol

3

|

*
4]
=
]

: Topvigy RS-

R ERONT VIEW

(
ROSEMONT AVE.

o
-7 A3E
85
ead
e e © 8 ¢ 8
R $ = . | . |
: 10 23 23 :
66" —
|
J —
-(
208 inches [
ST e — ~—
FRONT VIEW B s oo BACK VIEW

52B FIBER CABINET E/W 100-AMP ELECTRICAL POWER METER DETAIL






